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GENERAL INTRODUCTION

DI2600N is a passive direct box which is plug-and-play easy to use. It allows you to take a
prerecorded track and send it back to a guitar or bass amplifier and re-record it. Various buttons
let you tame excessive highs, warm up the lows. The mute function has also been added to
allow you to shut off the signal going to the amps when making adjustments or moving
microphones around the studio. DI2600N is no longer just for guitars. It is now common to bass,
keyboards, drums violin and so on.
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Rear View

1.INPUT: input connector to connect hi-z devices.

2.INVERT PHASE: dial to the PHASE it indicates that the input and output phase is the same;
dial to the INVERT it indicates that the input and output phase is opposite.

3.FILTER: adjust the output signal’s high/low level.

4.LEVEL: adjust the output connector’s level.

5.MUTE: dial to the ON position, there is no signal on output connector.

6.GROUND LIFT: disconnect input ground output to stop hum and buzz.

7.INPUT: input connector, connect to the hi-Z instrument.

8.0OUTPUT: output connector, connect to low-z devices.
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FEATURE

* Handles loud transient without chocking or clipping;
* No batteries required, works with phantom-power;
* Alum shell, durable and stable;

* Smooth curve and low distortion.

SPECIFICATION
* Audio circuit type: passive, transformer isolated
* Frequency response: 20hz-20khz
* Common mode rejection ratio: -55dB@55hz
* Dynamic range: 140dB
* Max input: +26dBu
* Input impedance: 900ohms
* Output impedance: 15000hms
* Size: 146mm x 90mm x 40mm

Copyright © Ningbo Yinzhou Alctron Electronics Co.,Ltd. All rights reserved. Specifications and
appearance subject to change without notice.

Ningbo Alctron Electronics Technology CO.,LTD.

No.76 SanCheng Road, XiuFeng Industrial Area,GaoQiao Town, NingBo, China.
Tel:+0086 574 87150672

Fax:+86 574 87157176

E-mail:info@alctron-audio.com

www.alctron-audio.com
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1.INPUT: #INEQ, EEsMAmiEsE.

2. INVERT PHASE: %44 2|PHASE, tRBMIN T HABAIAEE]; FFXILEIINVERT, WM
AR

3. FILTER: 3 ESitiTE, METHRET.

4. LEVEL: T 7= @i Him Ay E /N

5. MUTE##EFFX, #%ZIONBILF, OUTPUTIHE(ESHit.

6. GROUND LIFT: i FF %, MmN, Al TIEEfRE,

7. INPUTHINZEO, &SRS

8. OUTPUTHari %0, EHRFRIEE.
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* S 20hz-20khz
* HEHPHILL: -55dB@55hz
*EHETEE:  140dB
*ERAMIE:  +26dBu
*HINFEHA: 900 ohms
“HyHFAHT: 1500 ohms
* R+t 146mm x 90mm x 40mm
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FiE : +86 57487150673 €5 : 0574-87157176

HR#E : sales@alctron-audio.com

RatE : http://www.alctron-audio.com £EZF—RSHEk : 4000-160-112



