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GENERAL INTRODUCTION

MP73X2 is a dual microphone amplifier. Its fully discrete signal path with six separate transformers for the mic input,
line input and line output. Each transformer enhances performance in a way. Its stereo sound quality makes the output
sound more smoother, natural and warmth. Via various button and knob to adjust the signal which offers ideal sound
quality and avoids sound distortion. Its heavy-duty shell makes product sturdy and durable.

INTRODUCTION OF EACH BUTTON

i
(]

0000000

Alctron é 4

MP73X2 3

o ®

1.MIC INPUT: XLR input connector for balanced microphone level signals.
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2.LINE INPUT: 6.35mm TRS input connector designed for line level instruments or sources that put out line level signal
such as keyboards, electric instruments or audio interface outputs.

3.INSERT SEND: 6.35mm output connector allows to connect another EQ device.

4.INSERT RETURN: 6.35mm input connector allows to connect another EQ device.

5.LINE OUTPUT: XLR output connector allows you to connect console such similar devices.

6.LINE OUTPUT: 6.35mm TRS input connector allows you to connect headphone amplifier such similar devices.

7.DC24V: power supply connector, designed to connect the provided DC 24V power supply.

8.DI: instruments input connector, connect to guitar such instruments.

9.INSTR: press the button, you can input the signal from DI connector.

10.GAIN: selectable switch for the MIC/LINE INPUT source. Adopts 23-steps rotational wave band switch. From OFF to
OFF in the left position is the gain control shared for LINE/DI(press the INSTR button control DI), this moment the MIC
input source is cut. From -20 to -80 in the right position is the gain control MIC, this moment the LINE/DI input source is cut.

11.0UTPUT: control output level.
12.PHASE: with this switch the input signal is reversed in phase by 180°. The blue LED will lit.

13.+48V: most modern condenser mics requirement +48V phantom power to operate. When press the button, 48V
phantom power delivered power to the rear panel MIC INPUT. The blue LED will lit.

14.300/1200Q: impedance selector switch on the MIC INPUT mode. 300ohm & 1200ohm can be selected. You can choose
one of them according to the output impedance of the microphone you used. For most of condenser mic and some
dynamic mic, you can select 300ohm, for other mics, if you do not know the output impedance, press the switch to
12000hm. The blue LED will lit.

15.INSERT: only press this button INSERT RETURN and INSERT SEND can be used. The blue LED will lit.
16.INPUT & OUTPUT: level indicator to avoid sound distortion.

17.POWER: the power switch is used to power the unit on and off. Blue LED light will indicate if the unit is powered on.




CONNECTION

It is a dual channel microphone amplifier, so you can connect the devices in many ways. Here | take some examples for
your ref.

Take DI and LINE INPUT as input devices.
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(or such similar devices)
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Take DI and MIC INPUT as input devices.
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Line input
Connector:

Input impedance:

Gain:

Mic input
Connector:

Input impedance:

Gain:

Instrument
Connector:

Input impedance:

Analog output
Connector:

Output impedance:

Max output level:
Distortion:

SPECIFICATIONS

6.35mm TRS
10kohm balanced
-10dB~+20dB

XLR
300/12000hm balanced
+20dB~+80dB

6.35mm TS
more than 100kohm

XLR/6.35mm TRS
750hm balanced
+21dBu

less than 0.07% @1khz

Frequency response: 20hz-20khz+0.5dB

Power:

DC 24V

SERVICE

If your Product needs servicing, follow these instructions.
1. Ensure the problem is not related to operation error or external system devices.
2. Keep this owner’s manual. We don’t need it to repair the unit.

3. Pack the unit in its original packaging including end card and box. This is very important. If you have lost the
packaging, please make sure you have packed the unit properly. ALCTRON is not responsible for any damage that

occurs due to non-factory packing.
4. Ship to the ALCTRON tech support center or the local return authorization.

Copyright © Ningbo Alctron Electronics Technology CO.,LTD. All rights reserved. Specifications and appearance subject to change without notice.

Ningbo Alctron Electronics Technology CO.,LTD.

No.76 SanCheng Road, XiuFeng Industrial Area,GaoQiao Town, NingBo, China.
Tel:+0086 574 87150672

Fax:+86 574 87157176

E-mail:info@alctron-audio.com

www.alctron-audio.com
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1.MIG INPUT: XLRFEHGIAREQ, HEEETM.

2.LINE INPUT: 6.35mm TRSFIAIEN, HERRB[JEHALMEMBROILE, OIRE, BFRELE
F5EO .

3. INSERT SEND: 6. 35mmifiHiZEO, EIERI—BEORE.

4. INSERT RETURN: 6.35mm¥fI\IZEO, EERIM—BECRE.
5.LINE OUTPUT: RREZMMLED, EHAZTELLBINEE.
6.LINE OUTPUT: 6. 35TRS#ItE 1%, BN AR AMBEIEE.
7.DC24V: HLRFFRIEEO, $RMDC 24VAIERIR.

8.DI: ResitiiEr, HEIEHEMILERSE.

9. INSTR: REHER TR, FTHMDIMAZEOMAES.

10. GAIN: MIC/LINE INPUTHEZRIEHEF K, RA23EKERHEIEF K. MZIBAIOFFRIOFF AL INE/DI1HE S
5 (R TINSTRFFEIZHIDIEEE) , HERIMIC INPUTHYIEZE A aEiAT. AMAGIAAI-208]-804MI CiE 2R iATS,
IEBTL INE/D | B3 25 T REBYS o

11. OUTPUT: #5HIMIBIE ST ER .
12. PHASE: ¥ZTIEFF%, MAIKE5180° . IEBLEDK] =i,
13.+48V: HiERTZ48VLIIEEIRAE, SR TIX/MNEMAE, 48VLIRBIRAIERIHE.

14.300/1200Q : HMIC INPUTHISSHIANMBHE, XA LLUERMEAA N SMFEXSHIBHMES
B, EATLUEE3000hmiERT, XTEAMIER, EAHEE AR, SRIEE12000hmE T, IE
BLEDK] =i,

15. INSERT: KRB TITFE, FSHEAR I INSERT RETURNFNINSERT SENDIEOAAEAHINGIHISE. BT
I FF X IEELEDAT =T .

16. INPUT & OUTPUT: #gINKIHEEFIERLT, BEESHELE.
17. POWER: EEIEFFX, FTH/KMAE&. HELEDT=EE, &S, RZXHEE.
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* 0O 6. 35mmTRS

* HINFE: 10kohm 187

* fzs, -10dB~+20dB
IEIEETIN

* #0O: XLR

o PNEE 300/12000hm3-4

« f8ZE, +20dB~+80dB
E%ﬁsu)\

* 6. 35mmTS

* iﬁl)\ﬁﬂh: K F100kohm
*E?lﬁa*utﬂ

*

XLR/6. 35mmTRS
iftljﬁﬂ#n,- 750hm 18
AR F: +21dBu

*

*

 REE: INF0.07% @1khz
« S50 ; 20hz-20khz 0. 5dB
« BR: DC 24V
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